OPTICALLY PROGRAMMED ADJUSTABLE
832.06 TRAFFIC SIGNAL HEADS

832.06. BASIS OF PAYMENT.

Accept optically adjustable traffic signal heads, measured as provided above, will be paid for at the
contract unit price as follows:

OPTICALLY PROGRAMMED ADJUSTABLE TRAFFIC SIGNAL HEADS............cc..c..... EACH

Such payment shall be full compensation for furnishing materials, labor, equipment, and incidentals
necessary to complete the work as specified.

SECTION 833
TRAFFIC SIGNAL BACKPLATES

833.01. DESCRIPTION.

This work shall consist of furnishing and installing backplates to traffic signal heads in accordance
with these Specifications and as shown on the Plans.

833.02. MATERIALS.
Backplates shall meet the requirement of Section 740.

833.04. CONSTRUCTION METHODS.

The backplates shall consist of one piece construction. A two piece backplate may be used for the S-
19signal head. Securethebackplatesto thetraffic signal headswith noncorrosive machine screwsand
lock nuts as shown on standard drawings.

833.05. METHOD OF MEASUREMENT.

Backplates will be measured by the unit complete in place.

833.06. BASIS OF PAYMENT.

Accepted backplates, measured as provided above, will be paid for at the contract unit price as
follows:

BACKPLATES ...t EACH

Such payment shall be full compensation for furnishing materials, labor, equipment, and incidentals
necessary to complete the work as specified.
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